
Form Factor Resolution Model#
Resolution

(Sensor)
Lens WDR Day / Night Compression Sensor IR Illumination Frame / Second Audio Auto-Iris Wired / Wireless PoE IP66 On-Board Storage Power Input

Power Adaptor 

Included
Warranty Temperature SNV Smart IR

Smart Motion 

Detection
Smart VCA** Others EAN COO  MSRP Remark CPP Xtra List NDAA

Thermal Camera 384x256 TB9330-E(8.8mm) 384x256 Fixed 8.8mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 384x256

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4712123679624 TAIWAN  $     4,536 

TB9330-E(19mm) 384x256 Fixed 19mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 384x256

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4712123679631 TAIWAN  $     4,536 

TB9330-E(35mm) 384x256 Fixed 35mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 384x256

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4710469350399 TAIWAN  $     5,940 SO

TB9330-E(50mm) 384x256 Fixed 50mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 384x256

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4710469350375 TAIWAN  $     8,424 SO

720x480 TB9331-E(8.8mm) 720x480 Fixed 8.8mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 720x480

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4712123679648 TAIWAN  $     8,424 

TB9331-E(19mm) 720x480 Fixed 19mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 720x480

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4712123679655 TAIWAN  $     8,424 

TB9331-E(35mm) 720x480 Fixed 35mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 720x480

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4710469350405 TAIWAN  $   10,152 SO

TB9331-E(50mm) 720x480 Fixed 50mm H.265, H.264, MJPEG
Uncooled VOx infrared 

detector
30 fps @ 720x480

External microphone 

input
Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE Class 2 

No 3-Year

Start Temperature: -40°C 

~ 60°C (-40°F ~ 140°F)

Working temperature: -

50°C ~ 60°C (-58°F ~ 

140°F)

Build in Line crossing 

detection, 

field detection, 

loitering detection

*UL 4710469350382 TAIWAN  $   12,420 SO

Corner Camera 5MP CD9381-HNTV 2560x1920
Vari-focal

2.8 - 10mm
WDR Pro(110 dB) Yes H.265, H.264, MJPEG 1/2.7'' CMOS 10m

30 f ps @ 2560*1920 

(WDR Pro on)

30 f ps @ 2560*1440 

(WDR Pro on)

60 f ps @ 1920x1080 

(WDR Pro of f )

Built-in Microphone No Wired Yes Yes MicroSD/SDHC Card Slot  PoE No 3-Year

Starting Temperature:

0°C ~ 50°C (32°F ~ 122°F)

Working Temperature:

-10°C ~ 55°C (14°F ~ 

122°F) (IR of f )

-10°C ~ 40°C (14°F ~ 

113°F) (IR on)

Yes Yes Yes Yes**

Anti-Ligature 

Anti-Grip

940nm IR

4710469353154 TAIWAN  $     1,300 Yes Yes

CD9381-HNVF2 2560x1920
Fixed 

2.4mm 
WDR Pro(110 dB) Yes H.265, H.264, MJPEG 1/2.7'' CMOS 10m

30 f ps @ 2560*1920 

(WDR Pro on)

30 f ps @ 2560*1440 

(WDR Pro on)

60 f ps @ 1920x1080 

(WDR Pro of f )

Built-in Microphone No Wired Yes Yes MicroSD/SDHC Card Slot  PoE No 3-Year

Starting Temperature:

0°C ~ 50°C (32°F ~ 122°F)

Working Temperature:

-10°C ~ 55°C (14°F ~ 

122°F) (IR of f )

-10°C ~ 40°C (14°F ~ 

113°F) (IR on)

Yes Yes Yes Yes**

Anti-Ligature 

Anti-Grip

940nm IR

4710469353161 TAIWAN  $     1,100 Yes Yes

Multiple Sensor 8MP MS9390-HV 4512x1728
Fixed 

2.8mm x 2
WDR Pro(120 dB) Yes H.265, H.264, MJPEG 1/2.7'' CMOS 20m 30 fps @ 4512x1728 Built-in Microphone No Wired Yes Yes MicroSD/SDHC Card Slot  PoE No 3-Year

-20°C ~ 50°C (-4°F ~ 

122°F)
Yes Yes Yes Yes**

* UL

*Smart Stream III

*Smart Motion Detection

4712123678504 TAIWAN  $     1,404 Yes

20MP MA9322-EHTVL 2688x1920 (5MP) x 4
Vari-focal

3.7 - 77mm
WDR Pro(120 dB) Yes H.265, H.264, MJPEG 1/2.7'' CMOS 30m

30 fps @ (2688x1920) x 

4

Built-in microphone

External microphone 

input

External line output

No Wired Yes Yes MicroSD/SDHC Card Slot  PoE No 3-Year

Start Temperature: -30°C 

~ 60°C (-22°F ~ 140°F)

Working temperature: -

40°C ~ 60°C (-40°F ~ 

140°F)

Yes Yes No No 4710469350658 TAIWAN  $     2,700 Yes Yes

Split-type VC9101 WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS

30 fps @ 1920x1080
Two-Way Audio (full 

duplex)

External microphone 

input

External line output

No Wired Yes MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: 0°C 

~ 50°C (32°F ~ 122°F)

Working Temperature: -

10°C ~ 50°C (14°F ~ 

122°F)

Yes Yes 4710469353062 TAIWAN  $        292 It requires  CU9171-H, CU9171-HF, CU9183-H or CU9183-HF as lens options. Yes Yes

4MP CU9171-H 2688x1520 (4MP)
Fixed

3.7mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.7''  CMOS Wired No 2-Year

Starting Temperature: 0°C 

~ 50°C (32°F ~ 122°F)

Working Temperature: -

10°C ~ 50°C (14°F ~ 

122°F)

Yes Yes 4710469353116 TAIWAN  $        184 Cylinder Shape Yes Yes

CU9171-HF 2688x1520 (4MP)
Fixed

3.7mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS Wired No 2-Year

Starting Temperature: 0°C 

~ 50°C (32°F ~ 122°F)

Working Temperature: -

10°C ~ 50°C (14°F ~ 

122°F)

Yes Yes 4710469353123 TAIWAN  $        259 Flat Shape Yes Yes

5MP CU9183-H 2560x1920 (5MP)
Fisheye

f = 1.22 mm
WDR Pro(120dB) WDR Pro(120dB) H.265 & H.264 & MJPEG 1/2.7''  CMOS Wired No 2-Year

Starting Temperature: 0°C 

~ 50°C (32°F ~ 122°F)

Working Temperature: -

10°C ~ 50°C (14°F ~ 

122°F)

Yes Yes 4710469353130 TAIWAN  $        205 Cylinder Shape Yes Yes

CU9183-HF 2560x1920 (5MP)
Fisheye

f = 1.22 mm
WDR Pro(120dB) WDR Pro(120dB) H.265, H.264, MJPEG 1/2.7''  CMOS Wired No 2-Year

Starting Temperature: 0°C 

~ 50°C (32°F ~ 122°F)

Working Temperature: -

10°C ~ 50°C (14°F ~ 

122°F)

Yes Yes 4710469353147 TAIWAN  $        281 Flat Shape Yes Yes

Turret Dome 2MP IT9360-HF3 1920x1080 (2MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 30m

30 fps @ 1920x1080

No No Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes *Smart Stream III 4710469350764 TAIWAN  $        205 Yes Yes

IT9360-HF2 1920x1080 (2MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 30m

30 fps @ 1920x1080

No No Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes *Smart Stream III 4710469351334 TAIWAN  $        205 Yes Yes

5MP IT9380-HF3 2560x1920 (5MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 30m 20 fps @ 2560x1920 No P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

20°C ~ 60°C (-4°F ~ 

140°F)

Yes Yes

* Smart Stream III

* 2MP@60fps

* UL Certified
4710469350771 TAIWAN  $        298 Yes Yes

IT9380-HF2 2560x1920 (5MP)
Fixed

2.8 mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 30m 20 fps @ 2560x1920 No P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

20°C ~ 60°C (-4°F ~ 

140°F)

Yes Yes

* Smart Stream III

* 2MP@60fps

* UL Certified
4710469351341 TAIWAN  $        298 Yes Yes

IT9388-HT 2560x1920 (5MP)
Vari-focal

2.8 - 12mm
WDR Pro(120dB) WDR Pro(120dB) H.265, H.264, MJPEG 1/2.7''  CMOS 30m

20 fps @ 2560x1920

2-Way

Built-in microphone
Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security 4710469350788 TAIWAN  $        443 Yes Yes

IT9389-HF2-v2 2560x1920 (5MP)
Fixed

2.8 mm
WDR Pro(120dB) WDR Pro(120dB) H.265, H.264, MJPEG 1/2.7''  CMOS 30m

20 fps @ 2560x1920

One-Way

Built-in microphone
Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security 4710469352836 TAIWAN  $        518 Yes Yes

IT9389-HF2-B-v2 2560x1920 (5MP)
Fixed

2.8 mm
WDR Pro(120dB) WDR Pro(120dB) H.265, H.264, MJPEG 1/2.7''  CMOS 30m

20 fps @ 2560x1920

One-Way

Built-in microphone
Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security TAIWAN  $        518 Black color/ Speical Order Yes Yes

Indoor Dome 2MP FD9165-HT-A 1920x1080 (2MP)

Vari-focal

4-9 mm

Remote Focus

WDR Pro II Yes H.265, H.264, MJPEG 1/2''  CMOS 50m 60 fps @1920x1080
2-Way

Built-in microphone
P-Iris Wired Yes No MicroSD/SDHC/SDXC card slot

AC 24V

DC 12V

 PoE Class 0

No 3-Year 0°C ~ 45°C (32°F ~ 113°F) Yes Yes Yes Yes** 4710469351211 TAIWAN  $        788 Yes Yes

FD9166-HNF2 1920x1080 (2MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 10m 

30 fps @ 1920x1080

Yes

Build-in microphone
No Wired Yes No MicroSD/SDHC/SDXC Card Slo PoE No 2-Year

Starting Temperature: 0°C 

~ 40°C(32°F~ 104°F) 

Working Temperature: -

10°C ~ 55°C(14°F~ 

131°F)(IR off) -10°C ~ 

50°C(14°F~ 122°F)(IR on)

No Yes No No 4710469351402 TAIWAN  $        400 Yes Yes

FD9166-HNF3 1920x1080 (2MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 10ms

30 fps @ 1920x1080

Yes

Build-in microphone
No Wired Yes No MicroSD/SDHC/SDXC Card Slo PoE No 2-Year

Starting Temperature: 0°C 

~ 40°C(32°F~ 104°F) 

Working Temperature: -

10°C ~ 55°C(14°F~ 

131°F)(IR off) -10°C ~ 

50°C(14°F~ 122°F)(IR on)

No Yes No No 4710469351419 TAIWAN  $        400 Yes Yes

FD9167-HT-v2 1920x1080 (2MP)
Vari-focal

2.7~13.5mm

WDR Pro

(120 dB)
Yes H.265, H.264, MJPEG 1/2.8''  CMOS 30m

60 fps @ 1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes No MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 2-Year 0°C ~ 50°C (32°F~ 122°F) No Yes Yes Yes * Smart VCA 4710469352225 TAIWAN  $        627 Yes Yes

5MP FD9182-H 2560x1920 (5MP)
Fixed

2.8mm
Yes Yes H.265, H.264, MJPEG 1/2.7''  CMOS No 20 f ps @ 2560x1920 Yes No Wired Yes No MicroSD/SDHC/SDXC card slot PoE No 3-Year

-10°C ~ 50°C (14°F ~ 

122°F)
Yes No 4710469352522 TAIWAN  $        421 Yes Yes

FD9189-HT-v2 2560x1920 (5MP)
Vari-focal

2.8 - 10mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 50m,

30 fps @ 2560x1920

60 fps @ 1920x1080

One-Way

Built-in microphone
No Wired Yes No MicroSD/SDHC/SDXC card slot

IEEE 802.3af PoE Class 0 

DC 12V
No 3-Year

 0°C ~ 45°C (32°F ~ 

113°F)
Yes Yes Yes Yes** 4710469352546 TAIWAN  $        540 Yes Yes

FD9189-H-v2 2560x1920 (5MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 50m,

30 fps @ 2560x1920

60 fps @ 1920x1080

One-Way

Built-in microphone
No Wired Yes No MicroSD/SDHC/SDXC card slot

IEEE 802.3af PoE Class 0 

DC 12V
No 3-Year

 0°C ~ 45°C (32°F ~ 

113°F)
Yes Yes Yes Yes** 4710469352539 TAIWAN  $        378 Yes Yes

FD9187-HT-A 2560x1920 (5MP)
Vari-focal

2.7-13.5 mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 50m,

30 fps @ 2560x1920

60 fps @ 1920x1080
2-Way No Wired Yes No MicroSD/SDHC/SDXC card slot

IEEE 802.3af PoE Class 0 

DC 12V
No 3-Year

 0°C ~ 45°C (32°F ~ 

113°F)
Yes Yes Yes Yes** 4710469351228 TAIWAN  $        659 Yes Yes

Outdoor Dome 2MP FD9369-F2 1920x1080 (2MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 30m

30 fps @ 1920x1080

Yes No Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

No Yes Yes *Smart Stream III 4710469352416 TAIWAN  $        205 Yes Yes

FD9360-HF2 1920x1080 (2MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 30m

30 fps @ 1920x1080

Yes No Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

No Yes Yes 4710469351082 TAIWAN  $        238 3-AXIS Yes Yes

FD9366-HVF2 1920x1080 (2MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 20ms

30 fps @ 1920x1080

Yes

Build-in microphone
No Wired Yes IP66 MicroSD/SDHC/SDXC Card Slo PoE No 2-Year

Starting Temperature: -

25°C ~ 55°C (-13°F~ 

131°F) Working 

Temperature: -25°C ~ 

60°C (-13°F~ 140°F) (IR 

off) -25°C ~ 55°C (-13°F~ 

131°F) (IR on)

No Yes No No 4710469350887 TAIWAN  $        486 Yes Yes

FD9366-HVF3 1920x1080 (2MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 20ms

30 fps @ 1920x1080

Yes

Build-in microphone
No Wired Yes IP66 MicroSD/SDHC/SDXC Card Slo PoE No 2-Year

Starting Temperature: -

25°C ~ 55°C (-13°F~ 

131°F) Working 

Temperature: -25°C ~ 

60°C (-13°F~ 140°F) (IR 

off) -25°C ~ 55°C (-13°F~ 

131°F) (IR on)

No Yes No No 4710469350894 TAIWAN  $        486 Yees Yes

FD9368-HTV 1920x1080 (2MP)
Vari-focal

2.8 - 12mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 30m

30 fps @ 1920x1080

2-Way

Built-in microphone
Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security 4710469350504 TAIWAN  $        324 Yes Yes

FD9365-EHTV-A 1920x1080 (2MP)

Vari-focal

4-9mm

Remote Focus

WDR Pro

(120 dB)
Yes H.265, H.264, MJPEG 1/2''  CMOS 50m 60 fps @1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot

AC 24V

DC 12V

PoE Class 4

No 3-Year
-50°C ~ 50°C (-58°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351242 TAIWAN  $        950 Yes Yes

FD9367-EHTV-v2 1920x1080 (2MP)
Vari-focal

2.7~13.5mm
WDR Pro (120dB) Yes H.265, H.264, MJPEG 1/2.8''  CMOS 50m

60 fps @ 1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot

DC 12V

PoE Class 0
No 3-Year

-50°C ~ 50°C (-58°F ~ 

122°F)
Yes Yes Yes Yes

*Smart Stream III

*UL Certified

*Buit-in Microphone

4710469352232 TAIWAN  $        771 Yes Yes

FD9380-HF3 2560x1920 (5MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 30m 20 fps @ 2560x1920 No P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

20°C ~ 60°C (-4°F ~ 

140°F)

Yes Yes

* Smart Stream III

* 2MP@60fps

* UL Certified
4710469350498 TAIWAN  $        298 Yes Yes

FD9380-HF2 2560x1920 (5MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 30m 20 fps @ 2560x1920 No P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

20°C ~ 60°C (-4°F ~ 

140°F)

Yes Yes

* Smart Stream III

* 2MP@60fps

* UL Certified
4710469351099 TAIWAN  $        298 Yes Yes

FD9388-HTV 2560x1920 (5MP)
Vari-focal

2.8 - 12mm
WDR Pro(120dB) WDR Pro(120dB) H.265, H.264, MJPEG 1/2.7''  CMOS 30m

20 fps @ 2560x1920

2-Way

Built-in microphone
Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security 4710469350511 TAIWAN  $        443 Yes Yes

FD9387-HTV-A 2560x1920 (5MP)
Vari-focal

2.7-13.5mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 50m

30 fps @ 2560x1920

60 fps @ 1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 3-Year

 -10°C ~ 50°C (14°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351259 TAIWAN  $        810 Yes Yes

FD9387-EHTV-A 2560x1920 (5MP)
Vari-focal

2.7-13.5mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 50m

30 fps @ 2560x1920

60 fps @ 1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 3-Year

-40°C ~ 50°C (-40°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351266 TAIWAN  $        964 Yes Yes

FD9389-EHV-v2 2560x1920 (5MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 30m

30 fps @ 2560x1920

60 fps @ 1920x1080

One-Way Audio

Built-in microphone
Fixed-iris Wired Yes Yes MicroSD/SDHC/SDXC card slot PoE Class 4 No 3-Year

Starting Temperature:

-40°C ~ 60°C (-40°F ~ 

140°F)

Working Temperature:

-50°C ~ 60°C (-58°F ~ 

140°F)

Yes Yes Yes Yes ** 4710469352553 TAIWAN  $        421 Yes Yes

FD9389-EHTV-v2 2560x1920 (5MP)

Vari-focal

2.8 - 10mm

Remote Focus 

WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 30m
30 fps @ 2560x1920

60 fps @ 1920x1080

One-Way Audio

Built-in microphone
Fixed-iris Wired Yes Yes MicroSD/SDHC/SDXC card slot PoE Class 4 No 3-Year

Starting Temperature:

-40°C ~ 60°C (-40°F ~ 

140°F)

Working Temperature:

-50°C ~ 60°C (-58°F ~ 

140°F)

Yes Yes Yes Yes ** 4710469350108 TAIWAN  $        572 Yes Yes

8MP FD9391-EHTV 3840x2160 (8MP)
Vari-focal

3.9 - 10mm
WDR Pro(100dB) Yes H.265 & H.264 & MJPEG 1 /2'' CMOS 50m

30 fps @ 3840x2160 

(WDR Pro on)

120 fps @ 1920x1080 

(WDR Pro off)

2-Way

Built-in microphone
P-Iris Wired Yes Yes MicroSD/SDHC/SDXC 

AC 24V

DC 12V

PoE Class 4

No 3-Year
-50°C ~ 50°C (-58°F ~ 

122°F)
Yes Yes Yes Yes**

*8MP @30fps

*Remote Focus

*Smart Stream III

*Smart IR II

* SNV

* NEMA 4X

*UL Certified

4712123678542 TAIWAN  $     1,404 Yes

Outdoor Bullet 2MP IB9369-F2 1920x1080 (2MP)
Fixed

2.8mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/3.1''  CMOS 30m

30 fps @ 1920x1080
Yes No Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

No Yes Yes *Smart Stream III 4710469352591 TAIWAN  $        205 Yes Yes

IB9369-F3 1920x1080 (2MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/3.1''  CMOS 30m

30 fps @ 1920x1080
Yes No Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

No Yes Yes *Smart Stream III 4710469352645 TAIWAN  $        205 Yes Yes

IB9368-HT 1920x1080 (2MP)
Vari-focal

2.8 - 12mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.9''  CMOS 30m

30 fps @ 1920x1080

No Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security 4710469350597 TAIWAN  $        324 Yes Yes

IB9365-EHT-A 1920x1080 (2MP)

Vari-focal

4-9mm

Remote Focus

WDR Pro

(120 dB)
Yes H.265, H.264, MJPEG 1/2''  CMOS 50m 60 fps @1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot

AC 24V

DC 12V

PoE Class 4

No 3-Year
-50°C ~ 50°C (-58°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351204 TAIWAN  $        950 Yes Yes

IB9365-HT-A 1920x1080 (2MP)

Vari-focal

4-9mm

Remote Focus

WDR Pro

(120 dB)
Yes H.265, H.264, MJPEG 1/2''  CMOS 50m 60 fps @1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot

AC 24V

DC 12V

PoE Class 0

No 3-Year
"-10°C ~ 50°C (14°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351181 TAIWAN  $        916 Yes Yes

IB9365-HT-A(40mm) 1920x1080 (2MP)

Vari-focal

12-40mm

Remote Focus

WDR Pro II

(120 dB)
Yes H.265, H.264, MJPEG 1/2''  CMOS 50m, IR LEDx5 60 fps @1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot

AC 24V

DC 12V

PoE Class 0

No 3-Year
-30°C ~ 50°C (-22°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351198 TAIWAN  $     1,220 Yes Yes

IB9367-EHT-v2 1920x1080 (2MP)

Vari-focal

2.7 - 13.5mm

Remote Focus

WDR Pro (120dB) Yes H.265, H.264, MJPEG 1/2.8''  CMOS 50m
60 fps @ 1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP66 SD/SDHC/SDXC card slot

DC 12V

PoE
No 2-Year

-50°C ~ 50°C (-58°F ~ 

122°F)
Yes Yes Yes Yes

*Smart Sream III

*SNV

* UL

4710469352270 TAIWAN  $        771 Yes Yes

5MP IB9380-H 2560x1920 (5MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 30m 20 fps @ 2560x1920 No P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

20°C ~ 60°C (-4°F ~ 

140°F)

Yes Yes

* Smart Stream III

* 2MP@60fps

* UL Certified
4710469350467 TAIWAN  $        270 Yes Yes

IB9388-HT 2560x1920 (5MP)
Vari-focal

2.8 - 12mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.7''  CMOS 30m

20 fps @ 2560x1920

No Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security 4710469350603 TAIWAN  $        410 Yes Yes

IB9389-EHT-v2 2560x1920 (5MP)
Vari-focal

2.8 - 10mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.7''  CMOS 30m

20 fps @ 2560x1920

No Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Yes** Trend Micro IoT Security 4710469352584 TAIWAN  $        572 Yes Yes

IB9389-EH-v2 2560x1920 (5MP)
Fixed

3.6mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.7''  CMOS 30m

20 fps @ 2560x1920

No Fixed-iris Wired Yes IP66 MicroSD/SDHC/SDXC card slot PoE No 2-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

Yes Yes Trend Micro IoT Security 4710469352577 TAIWAN  $        421 Yes Yes

IB9387-HT-A 2560x1920 (5MP)
Vari-focal

2.7-13.5mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 50m

30 fps @ 2560x1920

60 fps @ 1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 3-Year

 -10°C ~ 50°C (14°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351167 TAIWAN  $        810 Yes Yes

IB9387-EHT-A 2560x1920 (5MP)
Vari-focal

2.7-13.5mm
WDR Pro(120dB) Yes H.265 & H.264 & MJPEG 1/2.7''  CMOS 50m

30 fps @ 2560x1920

60 fps @ 1920x1080

2-Way

Built-in microphone
P-Iris Wired Yes IP67 MicroSD/SDHC/SDXC card slot

DC 12V

PoE
No 3-Year

-40°C ~ 50°C (-40°F ~ 

122°F)
Yes Yes Yes Yes** 4710469351174 TAIWAN  $        964 Yes Yes

5MP FE9180-H 2560x1920 (5MP) 1.16mm Fisheye WDR Pro(100dB) Yes H.265, H.264, MJPEG 1/2.7" CMOS No 15 fps at 1920x1920 Yes (Built-in microphone) No Wired Yes No MicroSD/SDHC/SDXC Card Slot  PoE No 2-Year
 0° ~ 40°C ( 32°F ~ 104°F 

)
No No *15° tilt mount kit as option 4712123678603 TAIWAN  $        702 Yes

12MP FE9192-H FE9391-EHV-v2 4000x3000(12MP) 1.22mm Fisheye WDR Pro(100dB) Yes H.265, H.264, MJPEG 1/2.3" CMOS 20m (Smart IR II)

30f ps @ 2944x2944 

(WDR of f )

20f ps @ 2944x2944 

(WDR on)

2-Way No Wired No Yes
MicroSD/SDHC/SDXC 

Card Slot 
No 3-Year

 0° ~ 40°C ( 32°F ~ 104°F 

)
No No Yes Yes 4710469352607 TAIWAN  $     1,166 Yes Yes

Cube Fisheye 2MP CC9160-H 1920x1080 (2MP)
Fixed

1.66 mm
No No Dual(H.264/MJPEG) 1/2.9'' CMOS No 30 fps @ 1920x1080 Yes No Wired Yes No No PoE No 2-Year

 0°C ~ 50°C (32°F ~ 

122°F)
No No

180° Horizontal Panoramic View

100° Vertical View
4710469353109 TAIWAN  $        410 Yes

CC9160-H(HS)-B 1920x1080 (2MP)
Fixed

1.66 mm
No No Dual(H.264/MJPEG) 1/2.9'' CMOS No 30 fps @ 1920x1080 Yes No Wired Yes No No PoE No 2-Year

 0°C ~ 50°C (32°F ~ 

122°F)
No No

180° Horizontal Panoramic View

100° Vertical View
4710469352768 TAIWAN  $        572 Black color Yes

5MP CC9380-HV 2560x1920 (5MP)
Fixed

1.45mm
WDR Pro(120dB) No Dual(H.264/MJPEG) 1/2.7'' CMOS No

H.265:

20 f ps/30 f ps @ 

2560x1920 (WDR Pro 

on/of f )

H.264:

20 f ps/25 f ps @ 

Yes (Built-in microphone) No Wired Yes Yes  MicroSD/SDHC/SDXC card slot PoE No 3-Year
-10°C ~ 50°C (14°F~ 

122°F)
Yes No * UL 4710469352003 TAIWAN  $        648 Yes Yes

CC9381-HV 2560x1920 (5MP)
Fixed

1.45mm
WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/2.7'' CMOS 15m

20 fps @ 2560x1920 

(WDR On)

30 fps @ 2560x1920 

(WDR Off

Yes (Built-in microphone) No Wired Yes Yes  MicroSD/SDHC/SDXC card slot PoE No 3-Year
-10°C ~ 50°C (14°F~ 

122°F)
Yes Yes * UL 4710469350542 TAIWAN  $        756 Yes Yes

Outdoor Fisheye 5MP FE9380-HV 2560x1920 (5MP) 1.16mm Fisheye WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/12.7" CMOS No 30 fps @ 1920x1920
One-Way 

(Built-in microphone)
No Wired Yes Yes MicroSD/SDHC/SDXC Card Slot 

DC 12V

PoE
No 3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F) 

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

No Yes No No
*Local Dewarp

*Nema4x
4710469351754 TAIWAN  $        918 Yes Yes

6MP FE9382-EHV-v2 2560x2048 1.245mm Fisheye WDR Pro(120dB) Yes H.265, H.264, MJPEG 1/1.8" CMOS 20m 30 fps @ 2048x2048
2-Way(Built-in 

microphone)
No Wired Yes Yes MicroSD/SDHC/SDXC Card Slot PoE No 3-Year

Starting Temperature: 

-20°C ~ 55°C (-4°F ~ 

131°F) 

Working Temperature: 

-40°C ~ 55°C (-40°F ~ 

131°F)

Yes Yes Yes *NEMA 4x 4710469351747 TAIWAN  $     1,080 Yes Yes

12MP FE9391-EHV-v2 4000x3000(12MP) 1.22mm Fisheye WDR Pro(100dB) Yes H.265, H.264, MJPEG 1/2.3" CMOS 20m (Smart IR II)

30f ps @ 2944x2944 

(WDR of f )

20f ps @ 2944x2944 

(WDR on)

2-Way No Wired Yes Yes MicroSD/SDHC/SDXC Card Slot 
DC12V 

PoE 802.3at Class 4
No 3-Year

-40°C ~ 50°C (-40°F ~ 

122°F)
No Yes Yes

Yes**

Smart 360 VCA

* 3DNR

* Client/Local Dewarp

* UL Certified

* EN50155

* IK-10

* Smart 360 VCA

* Power/IO is not included

4710469352683 TAIWAN  $     1,728 Yes Yes

Indoor Speed 

Dome
2MP SD9161-H 1920x1080 (2MP)

Vari-Focal

5.1 ~ 51  mm 

10x Optical Zoom

WDR Pro(100dB) Yes H.265, H.264, MJPEG 1/3" CMOS No 30 fps @ 1920x1080 2-Way DC-Iris Wired Yes No MicroSD/SDHC/SDXC  Card Slot 

24V DC

24V AC

PoE Class 4

No

Power Consumption

Max. 15 W 

3-Year 0°C ~ 55°C (32°F ~ 131°F) No No

* Smart Stream II

* UL Certified

* Defog

* EIS

*GbE Port

4712123676203 TAIWAN  $     1,275 

SD8161 1920x1080 (2MP)

Vari-Focal

4.7 - 84mm

18x Optical Zoom

WDR Yes
Dual

(H.264/MJPEG)
1/3" CMOS No 30 fps @ 1920x1080   2-Way DC-Iris Wired PoE + No MicroSD/SDHC/SDXC card slot

PoE +

DC 12V 

AC 24V

No 3-Year -10°C ~ 50°C 

* Audio Detection

* Auto Tracking

* UL Certified

4712123674704 TAIWAN  $     1,188 Yes

Outdoor Speed 

Dome
2MP SD9368-EHL 2560x1920 (5MP)

Vari-Focal

4.94 ~ 148.24 mm 

30x Optical Zoom

WDR Pro Yes H.265, H.264, MJPEG 1/2.8" CMOS Vari-IR, 200m

30 fps @ 2560x1920

30 fps @ 2560x1440

60 fps @ 1920x1080

2-Way DC-Iris Wired Yes Yes SD/SDHC/SDXC  Card Slot 
AC 24V, DC 48V, IEEE 

802.3 bt Class 6 PoE

-40°C ~ 60°C (-40°F ~ 

140°F)
Yes Yes Smart Tracking 4710469352904 TAIWAN  $     3,024 Yes Yes

5MP SD9384-EHL 2560x1920 (5MP)

Vari-Focal

4.94 ~ 148.24 mm 

30x Optical Zoom

WDR Pro Yes H.265, H.264, MJPEG 1/2.8" CMOS Vari-IR, 200m

30 fps @ 2560x1920

30 fps @ 2560x1440

60 fps @ 1920x1080

2-Way DC-Iris Wired Yes Yes SD/SDHC/SDXC  Card Slot 
AC 24V, DC 48V, IEEE 

802.3 bt Class 6 PoE

-40°C ~ 60°C (-40°F ~ 

140°F)
Yes Yes Smart Tracking 4710469352614 TAIWAN  $     4,125 Yes Yes

Mobile Dome 2MP MD9560-HF2 1920x1080 (1080p)
Fixed

2.8 mm
WDR Pro (120dB) Yes H.265, H.264, MJPEG 1/2.9'' Progressive CMOS 20m 30 fps @ 1920x1080

One-Way

Built-in microphone
No Wired Yes IP67, NEMA 4x MicroSD/SDHC/SDXC card slot PoE/M12 No 3-Year

Starting Temperature:

-25°C ~ 55°C (-13°F~ 

131°F)

Working Temperature:

-25°C ~ 60°C (-13°F~ 

140°F) (IR off)

-25°C ~ 55°C (-13°F~ 

131°F) (IR on)

Maximum (intermittent): 

70 °C (158 °F)

No Yes No No

*Fast AE for Quick Adaptation to Light 

Changes

* Smart Stream III

* IK-10

* Video Rotation

* EN50155 2017 OT1

* UL Certified

4710469350283 TAIWAN  $        756 SO Yes

MD9560-HF3 1920x1080 (1080p)
Fixed

3.6 mm
WDR Pro (120dB) Yes H.265, H.264, MJPEG 1/2.9'' Progressive CMOS 20m 30 fps @ 1920x1080

One-Way

Built-in microphone
No Wired Yes IP67, NEMA 4x MicroSD/SDHC/SDXC card slot PoE/M12 No 3-Year

Starting Temperature:

-25°C ~ 55°C (-13°F~ 

131°F)

Working Temperature:

-25°C ~ 60°C (-13°F~ 

140°F) (IR off)

-25°C ~ 55°C (-13°F~ 

131°F) (IR on)

Maximum (intermittent): 

70 °C (158 °F)

No Yes No No

*Fast AE for Quick Adaptation to Light 

Changes

* Smart Stream III

* IK-10

* Video Rotation

* EN50155 2017 OT1

* UL Certified

4710469350306 TAIWAN  $        756 SO Yes

MD9560-DHF2 1920x1080 (1080p)
Fixed

2.8 mm
WDR Pro (120dB) Yes H.265, H.264, MJPEG 1/2.9'' Progressive CMOS 20m 30 fps @ 1920x1080

One-Way

Built-in microphone
No Wired Yes IP67, NEMA 4x MicroSD/SDHC/SDXC card slot DC 7.5 ~ 48V No 3-Year

Starting Temperature:

-25°C ~ 55°C (-13°F~ 

131°F)

Working Temperature:

-25°C ~ 60°C (-13°F~ 

140°F) (IR off)

-25°C ~ 55°C (-13°F~ 

131°F) (IR on)

Maximum (intermittent): 

70 °C (158 °F)

No Yes No No

*Fast AE for Quick Adaptation to Light 

Changes

* Smart Stream III

* IK-10

* Video Rotation

* EN50155 2017 OT1

* UL Certified

4710469350245 TAIWAN  $        864 SO Yes

MD9560-DHF3 1920x1080 (1080p)
Fixed

3.6 mm
WDR Pro (120dB) Yes H.265, H.264, MJPEG 1/2.9'' Progressive CMOS 20m 30 fps @ 1920x1080

One-Way

Built-in microphone
No Wired Yes IP67, NEMA 4x MicroSD/SDHC/SDXC card slot DC 7.5 ~ 48V No 3-Year

Starting Temperature:

-25°C ~ 55°C (-13°F~ 

131°F)

Working Temperature:

-25°C ~ 60°C (-13°F~ 

140°F) (IR off)

-25°C ~ 55°C (-13°F~ 

131°F) (IR on)

Maximum (intermittent): 

70 °C (158 °F)

No Yes No No

*Fast AE for Quick Adaptation to Light 

Changes

* Smart Stream III

* IK-10

* Video Rotation

* EN50155 2017 OT1

* UL Certified

4710469350269 TAIWAN  $        864 SO Yes

5MP MD9582-HF2
2560x1920 (5MP)

Fixed

2.8m
WDR Pro (120dB) Yes H.265, H.264, MJPEG 1/2.7'' Progressive CMOS 20m

30 fps @ 2560x1920

60 fps @ 1920x1080

One-Way

Built-in microphone
No Wired Yes IP67, NEMA 4x MicroSD/SDHC/SDXC card slot DC 7.5 ~ 48V No 3-Year

Starting Temperature:

-25°C ~ 55°C (-13°F~ 

131°F)

Working Temperature:

-25°C ~ 60°C (-13°F~ 

140°F) (IR off)

-25°C ~ 55°C (-13°F~ 

131°F) (IR on)

Maximum (intermittent): 

70 °C (158 °F)

No Yes No No 4710469352393 TAIWAN  $        983 SO Yes

Zoom Bullet 2MP IZ9361-EH 1920x1080 (2MP)

Vari-Focal

4.7- 94  mm 

20x Optical Zoom

WDR Pro(110dB) Yes H.265, H.264, MJPEG 1/3" CMOS Vari-IR, 150m 60 fps @ 1920x1080 2-Way DC-Iris Wired Yes IP67 SD/SDHC/SDXC  Card Slot 

60W UPoE

DC 24V

AC 24V

No

Power Consumption

Max. 48 W (Heater on)

Max. 18 W (Heater off)

3-Year
-50°C ~ 60°C (-58°F ~ 

140°F)
No No

* Smart Stream II

*NEMA 4X housing

*IK-10

* UL Certified

* Defog

* EIS

*GbE Port

4712123676142 TAIWAN  $     1,728 Yes Yes

Box Type 2MP

IP9164-LPC 1920x1080 (1080p) N/A
WDR Pro

(120 dB)
Yes H.265 & H.264 & MJPEG 1 /2'' CMOS No 60 fps @ 1920x1080 2-Way

i-CS/P-iris/DC-iris

*Depend on lens
Wired Yes No MicroSD/SDHC/SDXC card slot

IEEE 802.3af PoE Class 0 

DC 12V AC 24V
No 3-Year

Start Temperature: 0°C ~ 

50°C (32°F ~ 122°F) 

Working temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Yes No

*EIS to Control Image Stability 

*i-CS  Lens Supported 

*One Camera Covers Both Scene 

  Overview AND LPC View 

*Supreme Anti-Glare Capability by 

Headlight Filter Design

4710469350757 TAIWAN  $        810 Les is NOT inlcuded Yes

IP9165-HT-v2 1920x1080 (1080p)
Vari-focal

3.9-10mm

WDR Pro II

(140 dB)
Yes H.265 & H.264 & MJPEG 1 /2'' CMOS No 60 fps @ 1920x1080

2-Way

Built-in microphone
DC-iris, P-iris, i-CS Wired Yes No MicroSD/SDHC/SDXC card slot

DC 12V

AC 24V

PoE

No 3-Year
 -10 ~ 50 °C (14 ~ 122 °F 

)
SNV II No

* Remote Back Focus

* BNC

* Smart Stream III

4710469352362 TAIWAN  $     1,134 

Form Factor Model # Compression
Number of Video 

Channels
Max Video Resolution Serial Connectors PTZ Control ONVIF Power Input

Power Adaptor 

Included
Temperature Warranty Others Remark CPP Xtra List NDAAAudio

Effective on Jan. 1, 2023

5MP

Indoor Fisheye



Video Server VS8100-v2 Dual(H.264/MJPEG) 1 720x480 RS485 Yes Yes DC 12V No  0 ~ 55 °C (32 ~ 131 °F) 2-Year
Ultra-mini Size 

65 mm (D) x 34 mm (W) x 25 mm (H)
4712123677835 TAIWAN  $        118 Yes

Form Factor Resolution Model#
Resolution

(Sensor)
Captured Range WDR Day / Night Compression Sensor IR Illumination Beam Angle Lens Frame / Second Auto-Iris IK-10 IP66 On-Board Storage Power Input Power Consumption Warranty Temperature Power Adaptor Included Accessory List Others EAN COO Remark CPP Xtra List NDAA

LPC KIT 2MP IP9165-LPCKIT-H1-v2 1920x1080 (2MP)

UP to 35m

Road-side: 2 Lanes

Gantry: 2 Lanes

WDR Pro II(140 dB) Yes H.265, H.264, MJPEG  1/2"  CMOS 170 ~ 280 meters

80W, 20° ~ 40° 

remote control beam 

angle

Vari-focal

12 - 40mm
60 fps @ 1920x1080

 P-iris 

(i-CS/DC-iris reserved)
Yes Yes MicroSD/SDHC/SDXC card slot AC/DC 24V

Max. 110 W, AC/DC 24V

Suggested Power: AC 24V 

or DC 24V/ 5A

3-Year

Working Temperature: 

-20°C ~ 60°C (-4°F ~ 

140°F)

-40°C ~ 60°C (-40°F ~ 

140°F), with optional 

cold start heater

No

CA80I8-2040x1

AE-23Lx1

AM-21E
Speed: 110MPH (180km/hr) N/A TAIWAN  $     2,680 SO

IP9165-LPCKIT-H2-v2 1920x1080 (2MP)

UP to 35m

Road-side: 2 Lanes

Gantry: 2 Lanes

WDR Pro II(140 dB) Yes H.265, H.264, MJPEG  1/2"  CMOS 170 ~ 280 meters

80W, 20° ~ 40° 

remote control beam 

angle

Vari-focal

9 - 50mm (iCS)
60 fps @ 1920x1080

 P-iris 

(i-CS/DC-iris reserved)
Yes Yes MicroSD/SDHC/SDXC card slot AC/DC 24V

Max. 110 W, AC/DC 24V

Suggested Power: AC 24V 

or DC 24V/ 5A

3-Year

Working Temperature: 

-20°C ~ 60°C (-4°F ~ 

140°F)

-40°C ~ 60°C (-40°F ~ 

140°F), with optional 

cold start heater

No

CA80I8-2040x1

AE-23Lx1

AM-21E
Speed: 110MPH (180km/hr) N/A TAIWAN  $     3,436 SO

IP9165-LPCKIT-S1-v2 1920x1080 (2MP)

UP to 35m

Road-side: 1 Lane

Gantry: 2 Lanes
WDR Pro II(140 dB) Yes H.265, H.264, MJPEG  1/2"  CMOS  150 ~ 350 meters

48W, 10° ~ 30°

remote control beam 

angle

Vari-focal

12 - 40mm
60 fps @ 1920x1080

 P-iris 

(i-CS/DC-iris reserved)
Yes Yes MicroSD/SDHC/SDXC card slot AC/DC 24V

Max. 110 W, AC/DC 24V

Suggested Power: AC 24V 

or DC 24V/ 5A

3-Year

Working Temperature: 

-20°C ~ 60°C (-4°F ~ 

140°F)

-40°C ~ 60°C (-40°F ~ 

140°F), with optional 

cold start heater

No
AE-23A-P (Include AM-21E, 

AI-109)
Speed: 60MPH (90km/hr) N/A TAIWAN  $     1,747 SO Yes

IP9165-LPCKIT-S2-v2 1920x1080 (2MP)

UP to 35m

Road-side: 1 Lane

Gantry: 2 Lanes
WDR Pro II(140 dB) Yes H.265, H.264, MJPEG  1/2"  CMOS  150 ~ 350 meters

48W, 10° ~ 30°

remote control beam 

angle

Vari-focal I-CS

9-50mm
60 fps @ 1920x1080  P-iris Yes Yes MicroSD/SDHC/SDXC card slot AC/DC 24V

Max. 110 W, AC/DC 24V

Suggested Power: AC 24V 

or DC 24V/ 5A

3-Year

Working Temperature: 

-20°C ~ 60°C (-4°F ~ 

140°F)

-40°C ~ 60°C (-40°F ~ 

140°F), with optional 

cold start heater

No
AE-23A-P (Include AM-21E, 

AI-109)
Speed: 60MPH (90km/hr) N/A TAIWAN  $     2,365 SO Yes

IP9165-LPRKIT-S(40mm) 1920x1080 (2MP)

UP to 35m

Road-side: 1 Lane

Gantry: 2 Lanes
WDR Pro II(140 dB) Yes H.265, H.264, MJPEG  1/2"  CMOS  150 ~ 350 meters

48W, 10° ~ 30°

remote control beam 

angle

Vari-focal

12 - 40mm
60 fps @ 1920x1080 P-iris Yes Yes MicroSD/SDHC/SDXC card slot AC24V or DC24V 

Max. 110 W, AC/DC 24V

Suggested Power: AC 24V 

or DC 24V/ 5A

3-Year

Working Temperature: 

-20°C ~ 60°C (-4°F ~ 

140°F)

-40°C ~ 60°C (-40°F ~ 

140°F), with optional 

cold start heater

No
AE-23A-P (Include AM-21E, 

AI-109)

*Speed: 60MPH (90km/hr)

* Build in LPR software inside N/A TAIWAN  $     3,151 SO

IP9165-LPRKIT-S (50mm) 1920x1080 (2MP)

UP to 35m

Road-side: 1 Lane

Gantry: 2 Lanes
WDR Pro II(140 dB) Yes H.265, H.264, MJPEG  1/2"  CMOS  150 ~ 350 meters

48W, 10° ~ 30°

remote control beam 

angle

Vari-focal

9 - 50mm (iCS)
60 fps @ 1920x1080 iCS Yes Yes MicroSD/SDHC/SDXC card slot AC24V or DC24V 

Max. 110 W, AC/DC 24V

Suggested Power: AC 24V 

or DC 24V/ 5A

3-Year

Working Temperature: 

-20°C ~ 60°C (-4°F ~ 

140°F)

-40°C ~ 60°C (-40°F ~ 

140°F), with optional 

cold start heater

No
AE-23A-P (Include AM-21E, 

AI-109)

*Speed: 60MPH (90km/hr)

* Build in LPR software inside
N/A TAIWAN  $     3,937 SO

IB9365-LPR 1920x1080 (2MP) 5-10Meters WDR Pro Yes H.265, H.264, MJPEG  1/2"  CMOS 100 meters N/A
Vari-focal

12 ~40 mm
60 fps @ 1920x1080 P-iris Yes Yes MicroSD/SDHC/SDXC card slot

PoE 

DC 12V

AC 24V (optional)

PoE: Max. 12 W

DC 12V: Max. 10 W

AC 24V: Max. 11.5 W

3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F) Working 

Temperature (IR off): -

30°C ~ 60°C (-22°F ~ 

140°F) Working 

Temperature (IR on): -

No No

* Build in LPR software inside

* Built-in 16GB MicroSD card for LPR 

images

TAIWAN  $     2,160 Yes

IB9365-LPR-W 1920x1080 (2MP) 5-10Meters WDR Pro Yes H.265, H.264, MJPEG  1/2"  CMOS 6100K White N/A
Vari-focal

12 ~40 mm
60 fps @ 1920x1080 P-iris Yes Yes MicroSD/SDHC/SDXC card slot

PoE 

DC 12V

AC 24V (optional)

PoE: Max. 12 W

DC 12V: Max. 10 W

AC 24V: Max. 11.5 W

3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F) Working 

Temperature (IR off): -

30°C ~ 60°C (-22°F ~ 

140°F) Working 

Temperature (IR on): -

No No

* Build in LPR software inside

* Built-in 16GB MicroSD card for LPR 

images

4710469352294 4710469351358  $     2,160 Yes

IB9365-LPR-W (4-9mm) 1920x1080 (2MP) 5-10Meters WDR Pro Yes H.265, H.264, MJPEG  1/2"  CMOS 6100K White N/A
Vari-focal

12 ~40 mm
60 fps @ 1920x1080 P-iris Yes Yes MicroSD/SDHC/SDXC card slot

PoE 

DC 12V

AC 24V (optional)

PoE: Max. 12 W

DC 12V: Max. 10 W

AC 24V: Max. 11.5 W

3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F) Working 

Temperature (IR off): -

30°C ~ 60°C (-22°F ~ 

140°F) Working 

Temperature (IR on): -

No No

* Build in LPR software inside

* Built-in 16GB MicroSD card for LPR 

images

4710469352188 TAIWAN  $     2,000 Yes

5MP IB9387-LPR 2560x1920 (5MP) 2-6 Meters WDR Pro Yes H.265, H.264, MJPEG  1/2.7"  CMOS 50 meters N/A
Vari-focal

2.7 ~ 13.5 mm
60 fps @ 1920x1080 P-iris Yes Yes MicroSD/SDHC/SDXC card slot

PoE 

DC 12V

AC 24V (optional)

PoE: Max. 12 W

DC 12V: Max. 10 W

AC 24V: Max. 11.5 W

3-Year

Starting Temperature: -

10°C ~ 60°C (14°F ~ 

140°F)

Working Temperature: -

30°C ~ 60°C (-22°F ~ 

140°F)

No No

* Build in LPR software inside

* Built-in 16GB MicroSD card for LPR 

images

4710469350535 TAIWAN  $     1,404 

Form Factor Resolution Model#
Resolution

(Sensor)
Lens WDR Day / Night Compression Sensor IR Illumination Frame / Second Audio Auto-Iris Wired / Wireless PoE IP66 On-Board Storage Power Input

Power Adaptor 

Included
Warranty Temperature SNV Smart IR

Smart Motion 

Detection
Smart VCA** Others EAN COO Remark CPP Xtra List NDAA

OSSA IE9111-O N/A H.265, H.264 N/A  IEEE 802.3af Class3 PoE
 -25°C ~ 55°C (-

13°F~131°F)
4710469351983 TAIWAN  $        756 Yes Yes

8MP FD9392-EHTV-O  3840x2160 3.9 ~ 10 mm Yes H.265, H.264
Built-in IR Illuminators up 

to 50 meters
30 fps @ 3840x2160 No Yes IEEE 802.3af Class3 PoE 

DC 12V AC 24V 

3-Year

Starting Temperature: -

40°C ~ 60°C (-40°F ~ 

140°F) Working 

Temperature: -50°C ~ 

60°C (-58°F ~ 140°F) (IR 

off) Working 

Temperature: -50°C ~ 

50°C (-58°F ~ 122°F) (IR 

on)

4710469350979 TAIWAN  $     1,728 Yes Yes

Form Factor Model # Video Channels OS Throughput Local Display RAID Power Input
Power Adaptor 

Included
Warranty Temperature Others  MSRP Remark CPP Xtra List NDAA

NVR
4CH

ND9213P Up to 4 Channels Linux
Front: 1 (USB 2.0)

Back: 1 (USB 3.0)
64Mbps HDMI DC 48V/2A Yes 2-Year 0°C ~ 40°C (32°F ~ 104°F) * 4CH PoE 4710469352515 TAIWAN  $        432 HDD is purchased separately Yes Yes

8CH
ND8212W Up to 8 Channels

4CH WIFI

4CH Wire
Linux MJPEG, H.264 

Front: 1 (USB 2.0)

Back: 1 (USB 2.0)
40Mbps HDMI DC 12V 3A Yes 2-Year 0°C ~ 40°C (32°F ~ 104°F)

* 4CH PoE, 4CH WIFI

*WPS
4712123670966 TAIWAN  $        300 HDD is purchased separately Yes

ND9323P Up to 8 Channels Linux
Front: 1 (USB 3.0)

Back: 1 (USB 2.0)
Yes, 8CH (120W) 64Mbps HDMI x1, VGA x1 RAID 0, 1 

100-240V AC, 50/60Hz

Max: 175 W
Yes 2-Year 0°C ~ 40°C (32°F ~ 104°F)

*8CH PoE

*NDAA Compilant

*New UI Design

4710469352164 TAIWAN  $        702 HDD is purchased separately Yes Yes

ND9425P
Up tp 16

Channels
Linux

Front: 2 (USB 2.0)

Back: 1 (USB 3.0)
Yes, 16CH (200W) 64Mbps HDMI, VGA RAID 0, 1, 5

100-240V AC, 50/60Hz

Max: 255 W
Yes 2-Year 0°C ~ 40°C (32°F ~ 104°F)

* 16 CH

* NDAA Compliant

* New UI Design

4710469352171 TAIWAN  $     1,026 HDD is purchased separately Yes Yes

ND9441
Up tp 16

Channels
Linux

Front: 2 (USB 2.0)

Back: 1 (USB 3.0)
No 192 Mbps HDMI, VGA RAID 0, 1, 5 DC 56V 2.5A Yes 2-Year 0°C ~ 40°C (32°F ~ 104°F)

*H.265

*UL
4712123675725 TAIWAN  $     1,296 HDD is purchased separately Yes

ND9441P
Up tp 16

Channels
4 HDD Slot Linux MJPEG, H.264, H.265

Front: 2 (USB 2.0)

Back: 1 (USB 3.0)
Yes, 16CH 192 Mbps HDMI, VGA RAID 0, 1, 5 100-240V AC Yes 2-Year 0°C ~ 40°C (32°F ~ 104°F)

*H.265

*UL
4712123676395 TAIWAN  $     1,404 HDD is purchased separately Yes

32CH ND9541
Up tp 32

Channels
Linux

Front: 2 (USB 2.0)

Back: 1 (USB 3.0)
No 192 Mbps HDMI, VGA RAID 0, 1, 5 DC 56V 2.5A Yes 2-Year 0°C ~ 40°C (32°F ~ 104°F)

*H.265

*UL
4712123675527 TAIWAN  $     1,404 HDD is purchased separately Yes

NS9521
Build in 32CH

Up to 64 Ch
2 HDD Slot Windows 10 Embedded MJPEG, H.264, H.265 No 400 Mbps HDMI x1, Display Port x1, DVI x1 100~220V AC Yes 3-Year 5°C ~ 35°C (41°F ~ 95°F)

*H.265

* VAST 2. insides
4710469351624 TAIWAN  $     3,564 HDD is purchased separately Yes

32CH NR9581-v2 Up to 32 Channels Windows 10 Embedded No 512 Mpbs HDMI x1, Display Port x1, DVI x1 RAID 0, 1, 5, 6, 10
Redundant power 

100~220V AC
Yes 3-Year 5°C ~ 35°C (41°F ~ 95°F)

*H.265

* VAST 2. insides
4710469352379 TAIWAN  $     7,452 HDD is purchased separately Yes

64CH NR9681-v2 Up to 64 Channels Windows 10 Embedded No 512 Mpbs HDMI x1, Display Port x1, DVI x1 RAID 0, 1, 5, 6, 10
Redundant power 

100~220V AC
Yes 3-Year 5°C ~ 35°C (41°F ~ 95°F)

*H.265

* VAST 2. insides
4710469352386 TAIWAN  $     8,208 HDD is purchased separately Yes

NR9682-V2 Up to 64 Channels Windows 10 Embedded No 512 Mpbs HDMI x1, Display Port x1, DVI x1 RAID 0, 1, 5, 6, 10
Redundant power 

100~220V AC
Yes 3-Year 5°C ~ 35°C (41°F ~ 95°F)

*H.265

* VAST 2. insides
4710469350955 TAIWAN  $     9,600 HDD is purchased separately Yes

128CH NR9782-V2 Up to 128 Channels Windows 10 Embedded No 512 Mpbs HDMI x1, Display Port x1, DVI x1 RAID 0, 1, 5, 6, 10
Redundant power 

100~220V AC
Yes 3-Year 5°C ~ 35°C (41°F ~ 95°F)

*H.265

* VAST 2  insides
4710469350962 TAIWAN  $   11,050 HDD is purchased separately Yes

Form Factor Model # OS Throughput Local Display Power Input
Power Adaptor 

Included
Warranty Temperature Camera Qty Camera Type HDD EAN COO  MSRP Remark CPP Xtra List NDAA

ND9323P-2TB-4FD69 Linux 64Mbps HDMIVGA 100 ~ 240V AC Yes 2-Year
0°C ~ 40°C ( 32°F ~ 104°F 

)

1 x 2TB HDD

4 x FD9369-HF2
2MP H.265 Outdoor Dome

2TB HDD 

(Not Preinstalled)
N/A TAIWAN  $     1,275 

1 x ND9323P with 1 x 2TB HDD and 4 x FD9369-F2

* Refer to Term&Condition #8 for return policy Yes

ND9323P-2TB-4IB69 Linux
Front: 2 (USB 2.0) 

Back: 1 (USB 2.0) 
Yes, 8CH 64Mbps HDMIVGA 100 ~ 240V AC Yes 2-Year

0°C ~ 40°C ( 32°F ~ 104°F 

)

1 x 2TB HDD

4 x IB9369-F2
2MP H.265 Outdoor Bullet

2TB HDD 

(Not Preinstalled)
N/A TAIWAN  $     1,275 

1 x ND9323P with 1 x 2TB HDD and 4 x IB9369-F2

* Refer to Term&Condition #8 for return policy Yes

ND9323P-2TB-4IT60 Linux H.265, MJPEG, H.264 
Front: 2 (USB 2.0) 

Back: 1 (USB 2.0) 
Yes, 8CH 64Mbps HDMIVGA 100 ~ 240V AC Yes 2-Year

0°C ~ 40°C ( 32°F ~ 104°F 

)

1 x 2TB HDD

4 x IT9360-HF3
2MP H.265 Outdoor Turret 

2TB HDD 

(Not Preinstalled)
N/A TAIWAN  $     1,275 

1 x ND9323P with 1 x 2TB HDD and 4 x IT9360-HF2

* Refer to Term&Condition #8 for return policy Yes

ND9323P-2TB-4FD80A Linux
Front: 2 (USB 2.0) 

Back: 1 (USB 2.0) 
Yes, 8CH 64Mbps HDMIVGA 100 ~ 240V AC Yes 2-Year

0°C ~ 40°C ( 32°F ~ 104°F 

)

1 x 2TB HDD

4 x FD9380-HF2
5MP H.265 Outdoor Bullet

2TB HDD 

(Not Preinstalled)
N/A TAIWAN  $     1,501 

1 x ND9323P with 1 x 2TB HDD and 4 x FD9380-HF2

* Ship with seperated items

* Refer to Term&Condition #8 for return policy
Yes

ND9323P-2TB-4IT80A Linux
Front: 2 (USB 2.0) 

Back: 1 (USB 2.0) 
Yes, 8CH 64Mbps HDMIVGA 100 ~ 240V AC Yes 2-Year

0°C ~ 40°C ( 32°F ~ 104°F 

)

1 x 2TB HDD

4 x IT9380-HF2
5MP H.265 Outdoor Bullet

2TB HDD 

(Not Preinstalled)
N/A TAIWAN  $     1,501 

1 x ND9323P with 1 x 2TB HDD and 4 x IT9380-HF2

* Ship with seperated items

* Refer to Term&Condition #8 for return policy
Yes

ND9323P-2TB-4IB80 Linux
Front: 2 (USB 2.0) 

Back: 1 (USB 2.0) 
Yes, 8CH 64Mbps HDMIVGA 100 ~ 240V AC Yes 2-Year

0°C ~ 40°C ( 32°F ~ 104°F 

)

1 x 2TB HDD

4 x IB9380-H
5MP H.265 Outdoor Bullet

2TB HDD 

(Not Preinstalled)
N/A TAIWAN  $     1,472 

1 x ND9323P with 1 x 2TB HDD and 4 x IB9380-H

* Ship with seperated items

* Refer to Term&Condition #8 for return policy
Yes

Form Factor Model #  MSRP Remark CPP Xtra List NDAA

Software VAST CHANNEL LICENSE  $          50 

Data Magnet License 715002100(ML)  $        200 

Failover License 715002100(FL)  $        200 

CMS Failover License 715002100(CL)  $        960 

POS License 715002100(PL)  $        200 
Only apply for  POSNET/Lafresh/Allsense (Implement in NVR, Searchable in VAST 2)/GulfCoast POS 

Gateway system

Transportation License (Google Map) 715002100(TL)  $        200 

Integration License (TCP Trigger) 715002100(IL)  $        180 

FaceMe License 715004000  $     2,400 it's inlcuded cyberlink license and VAST 2 data magent. 

VAST Face License 7150004100  $     1,300 

VAST Face Manager License  $        590 

Form Factor FR Channel Model# COO  MSRP Remark CPP Xtra List NDAA

VAST Face 2CH IE8221-F TAIWAN  $     3,692 Yes

8CH IE8231-F TAIWAN  $     4,996 Yes

FT9361-R TAIWAN  $     1,629 Yes

IE8213-FM TAIWAN  $     3,475 Reqire VAST Face Manager License to connect. Yes

Terms & Conditions

NEW New Product

PI Price Increased

PR Price Reduction

SO Special Order. ETA is 3 - 4 weeks. Non-returnable and Non-cancellable

PO Promotion Price

EOL EOL price

On Hold Product on hold 

TBEOL To Be EOL (With LOD or LSD)

No

VAST Face Facial Recognition CMS

8 Channels 2 HDD Slot . Max 12TB. 1 x eSATA Port H.265, MJPEG, H.264 

8 Channels 2 HDD Slot . Max 12TB. 1 x eSATA Port H.265, MJPEG, H.264 

2 HDD Slot . Max 12TB. 1 x eSATA Port H.265, MJPEG, H.264 

8 Channels

Hot-swappable tray x8 MJPEG, MPEG4, H.264 AVC, H.264 SVC, H.265
Front: USB 3.0 x2

Back: USB 3.0 x6, USB2.0 x2

Hot-swappable tray x16 MJPEG, MPEG4, H.264 AVC, H.264 SVC, H.265

POEUSB

Resolution

(Sensor)

Linux Base, Support up to 2CH FR camera,  Build in 1 ch FR license

Linux Base,  Support up to 8CH FR camera, Build in 1 ch FR license

Yes, 8CH

Part Number

POE

Front: USB 3.0 x2

Back: USB 3.0 x6, USB2.0 x2

8 Channels 2 HDD Slot . Max 12TB. 1 x eSATA Port 

Hot-swappable tray x16

Hot-swappable tray x8 MJPEG, MPEG4, H.264 AVC, H.264 SVC, H.265
Front: USB 3.0 x2

Back: USB 3.0 x6, USB2.0 x2

Front: USB 3.0 x2

Back: USB 3.0 x6, USB2.0 x2

H.265, H.264, MJPEG

2 HDD Slot  (3.5") MJPEG, H.264, H.265

1 HDD Slot

Yes

USBNVR Channels

2 HDD Slot . Max 12TB. 1 x eSATA Port 

4 HDD Slot 

4 HDD Slot 

1 HDD Slot . Yes

Front: USB 2.0 x2 

Back: USB 3.1 (type A) x2, USB 3.1 (type C) x2

MJPEG, H.264, H.265

H.265, H.264, MJPEG

MJPEG, H.264, H.265

Storage

2 HDD Slot  (3.5")

Storage Video Recording

** Smart VCA requires to apply the license to activate. If you are interested please access http://license.vivotek.com/, to generate the free trial license. (valid until 2020/03/31)

4. Minimun order amount is $500.  $10 handling fee will be applied to orders under $500. 

2. Validity : Within 30 days

8. Bundle Kit Return Policy - 

- ALL DOA is only for brand new unit exchange. No credit for DOA units.

- The credit return (whole set) should be with complete set and brand new. Partly return is NOT acceptable.

- 30% Restocking fee is required once returning as open-box condition.

1. Ex-Works, California, San Jose

3. VIVOTEK standard product and packing

7. Software license or VAST dongle are non-returable. 

Facial Recognition Tablet

16CH

5. Currency is US Dollars.

6. Beginning with the “EOL Notification Date”, any EOL products ordered after this date cannot be refundable, unless DOA. 

715001300

Front: 2 (USB 2.0) 

Back: 1 (USB 2.0) 

MJPEG, MPEG4, H.264 AVC, H.264 SVC, H.265

8 Channels

H.265, MJPEG, H.264 

8 Channels 2 HDD Slot . Max 12TB. 1 x eSATA Port H.265, MJPEG, H.264 

Bundle Kit

Video Recording


